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NOTES:

     FEATURES OF THE SEWER SEGMENT.

4.  THE ABILITY TO INSTALL A CURED-IN-PLACE PIPE IS NOT ALWAYS FEASIBLE AND DEPENDS ON THE SITE SPECIFIC

3.  THE INSTALLATION OF A TRENCHLESS POINT REPAIR SHALL BE PROHIBITED.

     DEVELOPER'S MANUAL.

2.  LATERAL ABANDONMENT WORK ASSOCIATED WITH PRIVATE DEVELOPMENT SHALL ADHERE TO THE PWSA

     RIGHT-OF-WAY PROCEDURES MANUAL.

1.  LATERAL ABANDONMENT WORK LOCATED WITHIN CITY OF PITTSBURGH RIGHT-OF-WAY SHALL ADHERE TO THE DOMI'S

OPEN-CUT METHOD

EXISTING WYE FITTING

SEE DETAIL LTPC

SEAL THE LATERAL

REMOVE SECTION OF LATERAL

FLOWABLE FILL CONCRETE

SHALL BE BACKFILLED WITH

OR EQUAL TO 8-INCHES

DIAMETERS GREATER THAN

LATERALS WITH NOMINAL

12" M
IN
.

TRENCHLESS METHOD

FLOWABLE FILL CONCRETE

SHALL BE BACKFILLED WITH

OR EQUAL TO 8-INCHES

DIAMETERS GREATER THAN

LATERALS WITH NOMINAL

MANHOLE

MANHOLE TO THE DOWNSTREAM 

SEGMENT FROM THE UPSTREAM 

THE FULL LENGTH OF THE SEWER 

RELINING OF SEWERS AND EXTEND

COMPLY WITH SPECIFICATION 02971 

TRENCHLESS REHABILITATION SHALL

EXISTING SEWER MAIN

EXISTING WYE FITTING

EXISTING SEWER MAIN


